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r~\_ MATERIAL SAFETY DaTa SHEET
nited States Gvpsum Company
191 8. Wacker Drive, Chicago T1 A0A04

SECTION X
FROBUCT

¥

Regular, Southard

FRODUCT: USG No. f|Maulding Flaster
DATE ISSUED: August 5, 1784
CHEMICAL FAMILY: Calcium Sulfate Hemihyvdrale

SECTION Y1
HAZARDDUS ITHGREDIENTS

MATERIAL: “ TLLV :
Novie

SECTION IXE
FHYSTCAL DaATH

SOLUBILITY IN WATER: 0.2%
SEECTFIC GRAVITY (M20 = {): 2.7
i IARANCE AND ODOR: White ocdorless powder
(ﬁﬂﬂﬁRDENING TIME: 27-37 minutes.
SECTION IV
FIRE aAND EXFLOSION HAZARD DATA

FlLaSH FOINT (METHOD USED): HNot combustible
EXTINGUISHING MEDIA: Not combustible
SFECTAL FIRE FIGHTING FROCEDURES: HNone
UNUSUAL FIRE AND EXFLOSTON HAZARDS: None

SECTEON W
HEALTH HAZARD DATA-

EFFECTS OF OVEREXFOSURE:

SIN:  HMay develap sufficient heat to cause burns if a
mass, such agx a cast of a hand or arm, is kept
contact with skin whilke hardening. May dry ski

EYES: Farticles may cause irvitation.

EMERGENCY AND FIRST ald FROCEDURES: s
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EYES: Flush with water 10 remove pavticles. If ivvitation

continues, see phyvsician.
SKIMN:  Wash with waler.

INGESTION: Flaster hardenes when wetted, and if ingested may
result in ochstruction. See Section IX] for Hardening

Time. fee physician.
Y THHALATION:  Remove to fresh air.
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FAGE

/ﬁg Mo. 1 Moulding Flaster, Regular, Socuthard MO L0043

SECTION VI
RESCTIVITY DaTA

ETARILITY Stahle
HAZARDOUS FOLYMERIZATION:  Will not occur.
‘ SECTION VIX
SFILL OR LEAK PROCEDURES

STEFS TO BE TAKEN IN CASE MATERIAL IS5 RELEASED O SFILLED:

Sweep up. Avoid creating excessive dust. Slurry may plug draineg.

WasSTE DISFOSAL. METHOD: Normal disporsal az for any dry inert powder.

SECTION VIXY
SPECTAL PROTECTION INFORMATION

RESPIRATORY PROTECTION: MNIOSH appraoved respirvator for ndisance
dust if above TLY. \

VENTILATION:  Local exhaust if ahove TLV.

PROTECTIVE EQUIFMENT: Dust gogoles ar safety glasses.

(”“ﬁ’ SECTION 1X

SFECTAL PRECAUTEONS

FRECAUTIONS TD BE TAKEN IN HANDLING AND STORING: Dew point
conditions, or other conditions causing presence of Liquid
water will harden plaster during storage.
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